SynOhr® MultiSense KNX

"SynOhr® multi-sense" is the world's first
room controller with built in voice reco-
gnition. The room controller measures the
temperature, humidity and color intensity.
A dot-matrix can show KNX compliant 14-
byte strings. An integrated speaker outputs
audio signals stored on the included SD
card. The vocabulary speech recognition is
approximately 150 words, need not to be
taught separately and can be parameterized
viaETS, so that commands as "COMPUTER,
LIGHT 30 PERCENT"are possible. SynOhr®
multi-sense is fed directly from KNX bus.

Contact: www.synohr.com

KNXnet/IP Router

The KNXnet/IP Router (3U) supports up to
five KNXnet/IP tunnels and can be used as
line or area coupler. Its integrated display
shows the most important configuration
parameters at any time. This allows putting
the device into operation very fast and
trouble free. The IP address of the fast
ethernet connection can be set manually by
ETS orautomatically by DHCP or Zeroconf.
Furthermore the KNXnet/IP Router has a
battery buffered real time clock and offers
a SNTP server. The KNXnet/IP Router is
fed by Power over Ethernet or an external
20-30V AC/DC power supply.

Contact: www.synohr.com

wall-presence detector
PD-C180i KNX

The new ESYLUX PD-CI180i KNX with
integrated bus coupler (TK) is optimally
suited for presence dependent light control
in floors, stairwells, restrooms and where
a safety detection from the wall should be
realised. 180° detection range as Master or
Slave. The coverage of the two PIR's can be
programmed separately. Several infoutputs,
e.g. external light sensor, sensor key, HVAC,
twilight switch and acoustic sensor are sho-
wing the universal applicability. Parameter
setting happens via ETS. Compatible to
DIN 49075, optimal integration in brand
switches, cover frame (in five colours) as
well as surface-mounted box IP 20 and IP
44 are available in stock.

Contact: www.esylux.com

Outdoor motion detector
RC 230i KNX

The approved ESYLUX outdoor motion
detector RC 230i is now also available
with an integrated bus coupler (TK) as
KNX version. The 230° detection range
and 360° anti-creep protection are offe-
ring a safety detection with coverage of up
to 20m by 2,5m installation height for all
outdoor-applications. The RC 230i KNX
is usable as Master, functions switching or
dimming or as Slave. The sensitiveness of
the PIR's is separately adjustable. Several in/
outputs, e.g. external light sensor, sensor
key, locking functions, parallel connection,
twilight switch are providing an universal
usage of the lighting control. Parameter
setting happens via ETS.

Contact: www.esylux.com

KNX Members

DomiOP eBIS504

—— -

The DomiOP eBIS504 combines state-of-
the-artfeatures and top performance with an
outstanding design. It is the ideal choice for
all HMI applications in building automation,
when there is the need for remote moni-
toring, scene programming for more com-
fortable living and scheduler/timed actions.
The eBIS504 features a4.3” widescreen TFT
display with 480x272 pixel resolution, LED
backlight and support for 64K colors. The
two built-in dual 100Mb Ethernet interfaces
with switch function enhance its communi-
cation. |Mobile, the software platform for
real-time monitoring and seamless remote
access, makes the eBIS504 an innovative and
efficient solution for the new requirements
in building automation.

Contact: www.exorint.net

KNX TAB 16 now without
auxiliary voltage

With a new bus coupler and ETS product
database without any plug-in, key switching,
dimming, blinds, value, Lightscene is now
configurable as inputs or two-button ope-
rations. Highlights are the dead man switch,
a second sending group address for long /
short pushing and the barrier function of
each button. The two-color LED (RED /
GREEN / OFF, Blink) have separate objects
and can query its state. The priority object
is used as the "third state" on a separate
groupaddress. New is the integrated buzzer.
The device is connected directly to KNX
and requires no auxiliary power.

Contact: www.knx-taster.de



